
Setup for Windows ME 

 

1. Please to insert the device of  BC-307  into the PCMCIA slot on your PC. The system will 
recognize the device. It will show "Add New Hardware Wizard" dialog box. Select " Automatic 
search for a better driver (Recommended)" and insert the driver cdrom and click the "Next" 

button. 

 

 

2. The system will search and recognize the driver of the device. Then  Windows will automatically 
copy the driver files and related files into the system.  

3. After copying the driver files, the device installation is completed. Click the "Finish" button.   

 



Setup for Windows 2000  

1.Please to insert the device of  BC-307  into the PCMCIA slot on your PC. It will show "Add New 
Hardware Wizard" dialog box.  Please insert the driver cd  and click the "Next" button.  

 

2. Select "Search for a suitable driver for my device (Recommended)", click the "Next" button.  

 

3. Select "CD-ROM drives" then click the "Next" button.  



 

4. Click the "Next" button, the driver then installs itself.  

 

5. After copying the driver files, the device installation is completed. Click the "Finish" button. 



 



Setup for Windows XP  

1. Please to insert the device of  BC-307  into the PCMCIA slot on your PC.  The system will 
recognize the device. It will show "Found New Hardware Wizard" dialog box. Select "Install the 
software automatically (Recommended)" and insert the driver diskette and click the "Next" button. 

 

2. The Windows will search and recognize the driver of the device, then show one message. Please 
click the "Continue Anyway" button, then Windows will automatically copy the driver files and 
related files into  the system.  

 



3. After copying the driver files, the device installation is completed. Click the "Finish" button. 

 

 


